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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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Machine Tool Basics and Modular Units Sectional Committee, PE 03 



FOREWORD 

This Indian Standard ( Part 9 ) was adopted by the Bureau of Indian Standards on 3 July 1990, 
after the draft finalized by the Machine Tool Basics and Modular Units Sectional Committee had 
been approved by the Production Engineering Division Council. 

The proforma for preparation of purchase specification for machine tools has been prepared to 
enable a prospective buyer to collect data from various manufacturers/suppliers for purposes of 
comparison. This is meant to be sent out with an enquiry by the purchaser so that the manufac- 
turers/suppliers can fill in the data and send to the purchaser to make the comparison easier for 
the purchaser/ 

A list of other relevant parts of this standard related to proforma for purchase specification of 
different machine tools are given below for reference: 

Part 1 Sliding, surfacing and screw cutting lathes 

Part 2 Horizontal/universal kneetype milling machines {first revision) 

Part 3 Radial drilling machines 

Part 4 Vertical boring and turning mills (first revision ) 

Part 5 Vertical milling machines (first revision ) 

Part 6 Bench/pillar type drilling machines 

Part 7 External cylindrical grinding machine with horteontal spindle 

Part 8 Internal cylindrical grinding machines with horizontal spindle 

Part 10 Copying lathes 

Part 1 1 Capstan and turret lathes 

Part 12 Horizontal boring and milling machines ( table type ) 

In the preparation of this standard, considerable assistance has been taken from the details supplied 
by the leading manufacturers and users of the product. 
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1 SCOPE 

This Indian Standard lays down the proforma 
for the preparation of purchase specification for 
surface grinders with horizontal axis. It also gives 
essential information about the surface grinders 
and their accessories which will enable the user to 
assess their usefulness and applicability. 

2 REFERENCES 

2.1 The following Indian Standards are necessary 
adjuncts to this standard: 

IS No. Title 

5 : 1978 Colours for ready mixed paints 

and enamels ( third revision) 

1231 : 1974 Dimensions of three-phase foot- 

mounted induction* motors 
(third revision) 

2013:1985 Dimensions for T-slots {first 

revision) 

2161 : 1962 Coolant pumps for machine tools 



IS No. Title 

2324 Bonded abrasive grinding wheels: 

(Part2):1985 Part 2 Dimensions {second 
revision ) 

2642 : 1985 Spacing of T-slots ( second 
revision ) 

2743 : 1972 Test chart for surface grinding 
machines with horizontal wheel 
spindle and with reciprocating 
table (first revision ) 

2996 : 1980 Mounting dimensions of plain 
grinding wheels by means of hub 
flanges (first revision ) 

4691 : 1985 Degrees of protection provided 
by enclosures for rotating elec- 
trical machinery (first revision ) 

6362 : 1971 Designation of methods of cool- 
ing for rotating electrical 
machines 

12075 : 1987 Mechanical vibration of rotating 
electrical machines with shaft 
heights 56 mm and higher 
measurement evaluation and 
limits of vibration severity 



3 PROFORMA 



Specification 



Reference to 
Indian Standard 



Unit 



Actual Value 



(1) 



(2) 



(3) 



(4) 



3.1 Capacity 

3.1.1 Maximum grinding length 

3.1.2 Maximum grinding width 

3.1.3 Maximum grinding height with new wheel 

3.1.4 Maximum distance, table top to spindle 
centre 

3.1.5 Maximum weight of job that can be 
loaded on table 

3.1.6 Longitudinal travel of table 

3.1.7 Transverse travel of table 

3.1.8 Vertical travel of wheel 



mm 
mm 
mm 
mm 

kg 

mm 
mm 
mm 
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Specification 



Reference to 
Indian Standard 



Unit 



Actual Value 



(1) 



(2) 



(3) 



(4) 



IS 2996 : 1980 



IS 2324 
(Part 2) : 1985 



3.2 Table 

3.2.1 Working surface ( length X width ) 

3.2.2 T-slot : a) Nominal size IS 2013 : 1985 

b) No./spacing IS 2642 : 1985 

3.2.3 Table travel: 

a) per revolution of hand wheel 

b) automatic ( Infinitely variable ) 

3.2.4 Transverse travel of table/wheel head 

a) per revolution of hand wheel 

b) automatic infinitely variable 
( if provided ) 

3.3 Wheel Head 

3.3.1 Grinding wheel spindle type & size 

3.3.2 Grinding wheel speed, peripheral 

3.3.3 Grinding wheel size ( new ), 
O.D.xI.D.x width 

3.3.4 Grinding wheel size ( worn out ) 
O.D.xI.D.x width 

3.3.5 Vertical feed: 

a) per revolution of hand wheel 

b) automatic, infinitely variable 
( if provided ) 

3.4 Lubrication 

Type of lubrication ( Details to be specified ) 

3.5 Safety Devices 

( Details to be specified ) 

3.6 Electricals 

3.6.1 Total Power 

3.6.2 Power supply 

3.6.3 Motor(s) 
3.6.3.1 Main 

a) Type 

b) Frame size and mounting IS 1231 : 1974 

c) Output(s) 

d) Speed(s) 

e) No. of phase 

f) Power factor 

g) Efficiency 

h) Rated voltage 
j) Frequency 
k) Type of duty 



mmXmm 

mm 
No./mm 



mm 

Range, mm/ 
min 



mm 

Range, mm/ 
min 



m/min 
mm X mm x mm 

mm x mm x mm 



mm 

Range, mm/ 
min 



kw 
V,/>h,Hz 



kW 
rev/min 



V 
Hz 
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Specification 



Reference to 
Tndian Standard 



Unit 



Actual Value 



(D 



(2) 



IS 1231 : 1974 



IS 4591 : 1985 
IS 6362 : 1971 
IS 12075 



1987 



IS 2161 : 1962 



IS 2743 : 1972 
IS 5 : 1978 



(3) 



degC 



kW 

rev/min 



% 



(4) 



m) Class of insulation 

n) Ambient temperature 

p) Type of protection IS 4691 : 1985 

q) Type of cooling IS 6362 : 1971 

r) Vibration limits IS 12075 : 1987 

s) Any other features 

3.6.3.2 Other motor(s) 

a) Type 

b) Frame size and mounting 

c) Output(s) 

d) Speed(s) 

e) No. of phase 

f) Power factor 

g) Efficiency 

h) Rated voltage V 

j) Frequency Hz 

k) Type of duty 
m) Class of insulation 

n) Ambient temperature deg C 

p) Type of protection 
q) Type of cooling 
r) Vibration limits 
s) Any other features 

3.7 Coolant Pump 

a) Output(s) of motor kW 

b) Speed(s) of motor rev/min 

c) Discharge of pump at maximum 1/min 
working height 

( see dimensions Hi in the figure at 
Annex A ) 

3.8 Geometrical and Practical Tests 

3.9 Colour 

3.10 Floor Space Required 

( Length X width ) mmXmm 

3.11 Weight of Machine with Electricals and 
Standard Accessories 

3.12 Standard Accessories 

( Details of accessories : IS No. to be 
specified wherever applicable like magnetic 
tables, spanners, etc ) 

3.13 Special Accessories 

( Details of accessories : IS No. to be 
specified wherever applicable like, 
Clamps, Diamond tool, etc ) 

NOTE — While submitting quotations, the following information shall be furnished by manufacturers/ 
suppliers, together with technical literature and capacity chart of the machine ( see Annex A for representative 
capacity chart for Surface Grinders ). 

a) Hardness of bed guideways, and 

b) Any other special features. 
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ANNEX A 



REPRESENTATIVE CAPACITY CHART FOR SURFACE GRINDERS WITH 

HORIZONTAL AXIS 




A — Overall length 

B — Overall width 

C — Overall height 

D — Overall working length ( space ) 

E — Overall working height 

F — Maximum grinding width 

NOTE — Dimensions given shall consider all the standard accessories. 



Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been produced 
to comply with the requirements of that standard under a well defined system of inspection, 
testing and quality control which is devised and supervised by BIS and operated by the 
producer. Standard marked products are also continuously checked by BIS for conformity 
to that standard as a further safeguard. Details of conditions under which a licence for the 
use of the Standard Mark may be granted to manufacturers or producers may be obtained 
from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote t 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in the 
course of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director ( Publications), BIS 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, are 
issued from time to time. Users of Indian Standards should ascertain that they are in possession of 
the latest amendments or edition. Comments on this Indian Standard may be sent to BIS giving the 
following reference: 

Doc : No. PE 03 ( 5090 ) 

Amendments Issued Since Publication 

Amend No. Date of Issue Text Affected 
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